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System Requirements





Microsoft Windows 95/98.


486DX-66 or any Pentium based PC System.


TCP/IP Network or Internet Connection.


Basic understanding of a TCP/IP Network.








Installation





Included in the package should be the following:





server.exe	-	Server Application.


client.exe	-	Client Application.


help.doc		-	Documentation.


Licence.txt	-	Licence Agreement.





The Application is two programs:





1.  The Client Application


2.  The Server Application





Install and run the Client Program onto the PC you wish to control over the Network.


Install and run the Server Program onto the PC that will be used to access the above Client.





Configuring the Client:


The first time the Client Program is run, you will be presented with a Configuration Screen.


It is important that the details entered here are correct and not forgotten, as you will need


to know these details when establishing a connection from the Server:





PORT:


This is the default port for the network, can be any number you choose, leave it set at default if


you are not sure what this means.





PUBLIC/LOCAL MODE:


When PUBLIC Mode is set, the Client can be accessed by anyone logging in using either the


PUBLIC or the ADMIN Passwords.  When PRIVATE Mode is set, only the ADMIN Password


will allow access when Logging in.





ADMIN PASSWORD:


This is the Password to access the Configuration Screen and also logging into the Client when it is


operating in PRIVATE or PUBLIC MODE.





PUBLIC PASSWORD:


This is the Password used when logging into the Client from the Server in PUBLIC MODE.





AUTOSTART:


Check this option to enable the Client Program to automatically start when Windows Loads.





Once the Client is Configured you can then Click the Open Port button which will put the Client


into Listening Mode.  You will then be able to Log in via the Server Program.





Configuring the Server:


The Server does not need to be Configured, but you will need to enter the PORT Number and IP/HOST Address of the Client Machine.





When connecting to the Client you have a choice of either using the IP Number or HOST Name of


the Client. Click the option you will be using when connecting.





The IP Address should be a valid IP Number e.g  127.0.0.1


The IP Address of the Client is also shown at the bottom of the Client Screen.





The HOST Name should be listed in the HOSTS File in the WINDOWS Directory e.g:


	127.0.0.1		LOCALHOST





A basic understanding of TCP/IP Networking is required to use this software correctly, the software will not operate without both the Client and Server configured with Valid IP Addresses.  If this software is to be used over an INTERNET Connection, it may be difficult to obtain the IP Address if you Internet Provider issues you a Static IP Address.








Software Instructions





Once a Connection as been established between the Client and Server, you may then begin to


access and exchange information over the Network.  Using the Server interface you can:





CHAT between the Client and the Server using the Chat Windows.


CONTROL the Client Desktop, access icons, send text and execute programs.


TRANSFER files between the Client and the Server.





Also using the options on the left of the application window you can obtain:


INFORMATION about the Client Machine and perform


TASKS on the Client Machine.





NOTE:  The DEMO Version is limited on performing certain tasks, the Licensed Version has


much more extra features and options.





Licence and Ordering Details





INCONTROL is available for both Multiple Client Control and Single Client Control. The Multi-Client version allows unlimited connection & control of many Client Machines and


the Single Client version will only allow one connection and control of a Machine.





UK PRICES


Single Client Version  -  £24.00 UK Pounds  


Multi-Client Version    -  £39.00 UK Pounds  [10 Clients]


Multi-Client Version    -  £74.00 UK Pounds  [50 Clients]





US PRICES


Single Client Version  -  $35.00 US Dollars


Multi-Client Version    -  $50.00 US Dollars  [10 Clients]


Multi-Client Version    -  $95.00 US Dollars  [50 Clients]





Licensed Versions receive Full Support and Updates via Email or Post.





To order, Email or send details to address shown.


Payment by Cheque/Postal Order/Bank Transfer only.


Payments made to: ITEE COMMUNICATIONS


Floor 5


453 Clifton Drive North


St. Annes


Lancashire


FY8 2PS


ENGLAND, UK.





Email:  iteecom@bitlogic.co.uk





Regular Updates and Support will also be available at the Software WebSite:


www.bitlogic.co.uk
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